
SMD Chip Inductors Wire Wound

Series 1008 

Current carrying capacity dependent on the
ambient temperature

Typical Q - shape dependent on frequency

Inductance dependent on frequency
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Recommended layout for solder pads



SMD Chip Inductors Wire Wound

Series 1008
Q SRF

M
a
te

ri
a
l

min. min max
L (µH) (MHz) % (MHz) (MHz)  (mA)

1008AS-4N7M-01 0.0047

50

± 20,10

15 500 6000 0.15
600

C
e
ra

m
ic

1008AS-8N2M-01 0.0082 25 1000 5000
0.08

1008AS-010M-01 0.010

50
500

4100

1000

1008AS-012M-01 0.012 3300 0.09

1008AS-015M-01 0.015
2500

0.10

1008AS-018M-01 0.018

± 20,10,5

350

0.09

1008AS-022M-01 0.022
55

2400 0.12

1008AS-027M-01 0.027
1600

0.13

1008AS-033M-01 0.033
60

0.14

1008AS-039M-01 0.039
1500

0.15

1008AS-047M-01 0.047

65

0.16

1008AS-056K-01 0.056

± 10,5,2

1300
0.18

1008AS-068K-01 0.068 0.20

1008AS-082K-01 0.082

60
1000

0.22

1008AS-R10K-01 0.10

25

0.56
650

1008AS-R12K-01 0.12 950 0.63

1008AS-R15K-01 0.15

45 100

850 0.70 580

1008AS-R18K-01 0.18 750 0.77
620

1008AS-R22K-01 0.22 700 0.84

1008AS-R27K-01 0.27
600 0.91 500

1008AS-R30K-01 0.30

1008AS-R33K-01 0.33 570 1.05 450

1008AS-R39K-01 0.39 500 1.12
470

1008AS-R47K-01 0.47 450 1.19

1008AS-R51K-01 0.51
415 1.33 400

1008AS-R56K-01 0.56

1008AS-R62K-01 0.62
375

1.40 300

1008AS-R68K-01 0.68 1.47 400

1008AS-R75K-01 0.75 360 1.54 360

1008AS-R82K-01 0.82 350 1.61 400

1008AS-R91K-01 0.91

35

50

320 1.68 380

1008AS-1R0K-01 1.00 290 1.75 370

1008AS-1R1K-01 1.10
250

1.85 350

1008AS-1R2K-01 1.20

7.9

2.0 310

1008AS-1R5K-01 1.50

28

200 2.3 330

1008AS-1R8K-01 1.80
160

2.6 300

1008AS-2R2K-01 2.20 2.8 280

1008AS-2R7K-01 2.70
22

25

140 4.8
290

1008AS-3R3K-01 3.30 110 5.1

1008AS-3R9K-01 3.90

20

100 5.4

2601008AS-4R7K-01 4.70 90 6.0

1008AS-5R0K-01 5.00
80

6.6

1008AS-5R6K-01 5.60

7.9

6.5
110

1008AS-6R8K-01 6.80 60 7.5

1008AS-8R2K-01 8.20
18

25
8.4

170

1008AS-100K-01 10.0 40 110

fL fQ

( )

DC Current
Rated

DC Res.Tol.InductanceOrdering code

Sample Kits available: each 10 pcs. per value     tolerance ± 5%   Order no. SK 1008AS/F; 5%�
Tighter tolerance and individual sample kits on request



SMD Chip Inductors Wire Wound

Series 1008

( )

Ordering Code Inductance Tol. Q SRF DC Res.
      Rated      
DC Current

M
at

er
ia

l

min. min max

L (µH) (MHz) % (MHz) (MHz)  (mA)

1008F-1R0K-01 1.00

7.9

± 10,5

15

7.9

190 0.32  500 

F
er

rit
e

1008F-1R2K-01 1.20

25

210 0.68 650

1008F-1R5K-01 1.50 190 0.76 630

1008F-1R8K-01 1.80 170 0.84 600

1008F-2R2K-01 2.20 150 1.10 520

1008F-2R7K-01 2.70 135 1.28 490

1008F-3R3K-01 3.30 120 1.46 450

1008F-3R9K-01 3.90 105 1.56 420

1008F-4R7K-01 4.70 90 1.68 400

1008F-5R6K-01 5.60 80 1.82 380

1008F-6R8K-01 6.80 70 2.00 360

1008F-8R2K-01 8.20 65 2.65 330

1008F-100K-01 10.00 60 2.95 300

1008F-150K-01 15.00

2.5

23 35 5.00 260

1008F-220K-01 22.00

22

30 6.80 200

1008F-330K-01 33.00 27 8.90 180

1008F-470K-01 47.00 21 20 11.00 150

fL fQ


